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  GENERAL DESCRIPTION OF THE PRODUCT 

    “ECOFLUX WATER 4000” 

 

The flux “ECOFLUX water 4000” of no-clean series represents a significant technological 

development of the organic fluxes. It is a water-soluble and totally composed of water and 

activators. It is used for the soldering by alloy in order to obtain an high quality in the soldering of 

electronic cards. 

 

In “ECOFLUX water 4000” there are neither organic volatile components nor solvents that can act 

photochemicatty, and consequently cause environmental pollution. For these reason, the product 

“ECOFLUX water 4000” is voc free. 

 

“ECOFLUX water 4000” has a good quality of welding; it is very reliable in the industrial 

productions of electronic PCB; it leaves soldering joint that is bright shining; it is not aggressive to 

the components and solder resists of the rolled section. 

 

It does not leave any residual product after the soldering. If you desire to wash the soldered card, 

being the flux water-soluble, it is better for you to wash with water at 60 degrees C and dry solder 

surface by a puff of air. 

 

“ECOFLUX water 4000” does not change the value of Superficial Resistance of insulation.  

Moreover, the product does not foresee the elimination of residual material after a fixed number of 

working hours. 

It does not need any diluent as it has a constant density. 

The diluent DELCO is used only for cleaning porous baffle soldering machine and carriers. 

 

We produce and market the following flux: 

 

“ECOFLUX water 4000”  density: 1005+/- 0.002 

 

The density is at a temperature of 20 degrees C. 

It is baskets of 20 litres. 

Stockage is made in closed containers at a temperature which ranges from 5 to 45 degrees C. 

 

If you use the flux “ECOFLUX water 4000” in your company, you will solve many problems, for 

instance: 

 

- fire risks during the use 

- cares during the shipment and stockage 

- wastes of product caused by the evaporation 

- expenses for the elimination of toxic materials  

- toxic fumes caused by solvents during their use in the factory 

- cost and check of diluents to keep the exact density. 
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   WARNINGS FOR THE USE OF PRODUCT    

             ECOFLUX 4000 

 

 

APPLICATION 

 

 

In the modern soldering machine, the application of flux usually takes place by the foam fluxing 

system. 

 

 

The main warnings are the following: 

A) the use of porous baffle at high density (10 micron); 

B) atmospheric pressure from 0.8 to 1.2 bar; 

C) the air blade originated after the application of ecoflux 4000, is used to remove the excess of 

liquid caused by the foaming. 

 

 

WARNINGS FOR THE SET-UP OF “PREHEATING” 

 

 

FUNCTION  : to accelerate the evaporation of the water contained in the ecoflux 4000 in  

     order to eliminate the splattering effect; 

     to avoid thermic shock during the soft soldering course 

     for further advice, please ask for your technical seller or distributor. 

 

 

IMPORTANT  : ecoflux 4000 is composed of water and activators. 

 

 

PARAMETERS : 110/130 degrees C for every PCB from components side. 

     If the machine is predisposed with elements of separated heating, it is  

     recommended a preheating in progressive increasing. 

 

 

 

 

 


