
PNEUMATIC AUTOMATIC CUTTING  
FORMING MACHINE FOR TAPED  
RADIAL COMPONENTS TP/R-PR-AS-E

 

 91.OL11  110 /220 V P.12,7 MM 

 91.OL13  110 /220 V P.15 MM

LEAD Ø: 0,4-1 MM 
PRODUCTION MAX: 4.000 P/H

14

 
* The rotation of the tape feeding wheel is controlled by a step-by-step motor direct current.  
It guarantees the maximum precision in the placement of the component regarding the center 
of the dies. 
  
To operate a tape 15mm pitch, using the machine set for a tape 12,7mm pitch, it is  
sufficient to replace the 2 driving wheels and their respective guides. 
  
KIT for tape 12,7mm pitch ref. 910312 
KIT for tape 15mm    pitch ref. 910315 
One of these KIT is supplied with the machine 
 according to the customer’s request. 
  
 

This model is the evolution of the TP/R-PR-AS 
model. The same die assemblies SMS can be 
used (ref. 93.****) eliminating the two external 
guides at the entrance and exit of the tape.  
These 2 guides are already included in the new 
machine’s model. 
All movements are PLC controlled, and the  
processing parameters can be changed via a  
digital display: 
* Tape advance pitch (12,7mm – 25,4mm – 
15mm and others) 
* Correct position of the first component at  
working operation start, is set pressing the key on 
the display, at a very slow speed, in order to 
reach the maximum precision.
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SMS
FOR THE NEW VERSION TP/R-PR-AS-E : 92.****

 
SMS/1  
92.0001  
DOUBLE KINK/ 
STAND  
OFF – LOCK IN 

 
SMS/3  
92.0003  
BODY LOCKED ON P. C. 
BOARD

 
SMS/4  
92.0004  
STRAIGHT CUT 

 
SMS/5  
92.0005  
POLARITY

*: QUOTA TO BE COMUNICATED AT ORDER

THEY SHALL ALWAYS BE ORDERED WITH THE TP/R-PR-AS-E MACHINE 
(THEY ARE NOT INCLUDED IN THE MACHINE’S PRICE) 

 
SMS/2  
92.0002  
STAND OFF

15

FOR THE OLD VERSION TP/R-PR-AS: 93.****
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SMS/6 
92.0006  
90° BENDING 

 
SMS/8  
92.0008 
CENTRE LEAD SPREAD  
1,27mm AND CUT  
FOR TO-92 

 
SMS/11  
92.0011  
CENTRE LEAD SPREAD  
1,27mm AND 3  
LEADS LOCK TO-92 
  

*: QUOTA.TO BE COMUNICATED AT ORDER 

 
SMS/10  
92.0010  
CENTRE LEAD SPREAD  
1,27mm LOCK IN AND 
CUT TO-92 

 
SMS/7  
92.0007  
SMD 
PLACEMENT 

SMS/9 
92.0009 
STAND OFF 
ON TWO 
OUTER LEADS 
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