
SEP 1
100.0000

MANUAL P. C. BOARD SEPARATOR

SEPARATION LENGTH: 380 MM

Manual machine suitable to separate pre-assembled Electronic
Board. Precise, reliable and safe. The PCB is manually fed
between the lower and upper blades using the scoring as refe-
rence. By pushing the board horizontally, the blade rotation
starts offering  a sharp and accurate cut. The blade height is
adjustable depending on the thickness of the PCB.
Upper and lower blades are also available titanium pleated
version
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-
A: 1,0 - 3,2 mm
B: 
min. 0,3 mm
max 0,8 mm
C: min. 0,25 mm



SEP 1M
100.0001 110 V.

100.0002 220 V.

MOTORISED P. C. BOARD SEPARA-
TOR

SEPARATION LENGTH: 380 MM
ADJUSTABLE SPEED

Motorized machine suitable to separate pre-assembled Electronic
Board. Precise, reliable and safe. The PCB is manually fed bet-
ween the lower and upper blades using the scoring as reference.
By pushing the board horizontally, the blade rotation starts offe-
ring a sharp and accurate cut. The blade height is adjustable de-
pending on the thickness of the PCB. 
Upper circular blade and lower linear blade are also available ti-
tanium pleated

-
A: 1,0 - 3,2 MM
B:
MIN. 0,3 MM
MAX 0,8 MM
C: MIN. 0,25 MM
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